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COUPLINGS
Copper x Copper
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45° ELBOW  - WROT
Copper x Copper

COUPLINGS - NO STOP
Copper x Copper

COPPER PRESSURE FITTINGS
UNION MADE --  MANUFACTURED IN NORTH AMERICA

FOR MORE INFORMATION CALL ARGCO AT 800-854-1015
OR LOG ONTO WWW.ARGCO.COM



45° ELBOW  - WROT
Copper x Male

45° ELBOW  STREET
Fitting x Copper

COPPER PRESSURE FITTINGS
UNION MADE --  MANUFACTURED IN NORTH AMERICA

FOR MORE INFORMATION CALL ARGCO AT 800-854-1015
OR LOG ONTO WWW.ARGCO.COM



90° ELBOW  STREET
(Short Radius)

Fitting x Copper

FOR MORE INFORMATION CALL ARGCO AT 
800-854-1015

OR LOG ONTO WWW.ARGCO.COM

COPPER PRESSURE FITTINGS
UNION MADE --  MANUFACTURED IN NORTH AMERICA

90° ELBOW  - WROT
(Short Radius)

Copper x Copper



PRESSURE FITTINGS
TEE  - WROT

Copper x Copper x Copper

FOR MORE INFORMATION CALL ARGCO AT  800-854-1015 OR LOG ONTO WWW.ARGCO.COM

COPPER PRESSURE FITTINGS
UNION MADE --  MANUFACTURED IN NORTH AMERICA



FOR MORE INFORMATION CALL ARGCO AT 
800-854-1015

OR LOG ONTO WWW.ARGCO.COM

COPPER PRESSURE FITTINGS
UNION MADE --  MANUFACTURED IN NORTH AMERICA

ADAPTER - FEMALE
Copper x FEMALE NPT

ADAPTER - FEMALE STREET
Fitting x FEMALE NPT



FOR MORE INFORMATION CALL ARGCO AT 
800-854-1015

OR LOG ONTO WWW.ARGCO.COM

COPPER PRESSURE FITTINGS
UNION MADE --  MANUFACTURED IN NORTH AMERICA

ADAPTER - MALE
Copper x MALE NPT

ADAPTER - MALE STREET
Fitting x MALE NPT



FOR MORE INFORMATION CALL ARGCO AT 
800-854-1015

OR LOG ONTO WWW.ARGCO.COM

COPPER PRESSURE FITTINGS
UNION MADE --  MANUFACTURED IN NORTH AMERICA

BUSHING - FITTING REDUCERS
Fitting x Copper



FOR MORE INFORMATION CALL ARGCO AT 
800-854-1015

OR LOG ONTO WWW.ARGCO.COM

COPPER PRESSURE FITTINGS
UNION MADE --  MANUFACTURED IN NORTH AMERICA

CAP
Tube End Cap



The information contained herein is produced in good faith and is believed to be reliable but is for guidance only. ARGCO and its agents cannot
assume liability or responsibility for results obtained in the use of its product by persons whose methods are outside or beyond our control. It is the
user's responsibility to determine the suitability of any of the products, methods of use, or preparation prior to use, mentioned in our literature. It is
the user's responsibility to observe and adapt such precautions as may be advisable for the protection of personnel and property in the handling and
use of any of our products.

FOR MORE INFORMATION CALL ARGCO AT 1-800-854-1015
OR LOG ONTO WWW.ARGCO.COM





Product Specification:
Cello Products Inc. certifies that it manufactures all its cast brass and wrought copper solder joint fittings to the general
specifications outlined in the following industry standards:
Wrought Copper and Copper Alloy Solder Joint Pressure Fittings: ASME/ANSI Std. B16.22 - 2001
Cast Copper Alloy Solder Joint Pressure Fittings: ASME/ANSI Std. B16.18 - 2001
Wrought Copper and Wrought Copper Alloy Solder Joint Drainage Fittings -- DWV ASME/ANSI Std. B16.29 - 2001
Cast Copper Alloy Solder Joint Drainage Fittings: ASME/ANSI Std. B16.23 - 2002
Bronze Pipe Flanges and Flanged Fittings: ASME/ANSI Std. B16.24 - 2001
Cast Bronze Threaded Fittings: ASME/ANSI Std. B16.15 - 1985
Wrought Copper and Copper Alloy Braze - Joint Pressure Fitting ASME/ANSI Std. B16.50 - 2001
Cast Copper Alloy Pipe Flanges and Flanged Fittings ASME/ANSI Std. B16.24 - 2001
Wrought Copper LW Solder Joint Pressure Fittings: MSS SP-104 - 1990
Cast Copper Alloy Flanges and Flanged Fittings
Class 125, 150, 300: MSS SP-106 - 1990

Cello further certifies that the materials used to manufacture these fittings are made in compliance with the following
industry standards:
Tubular Wrought Copper:
Standard Specification for Seamless Copper Tube: ASTM B75 Alloy C12200
Products Made From Sheet:
Standard Specification for Copper Sheet, Strip, Plate
and Rolled Bar: ASTM B152 Alloy C11000
Cast Products:
Standard Specification for Copper Alloy Sand Castings for General
Applications; Federal Specification WW-U-516 for Type III,
Class A and B Copper Alloy Unions: ASTM B584 Alloy C84400

The industry standards are: ANSI (American National Standards Institute); ASME (The American Society of
Mechanical Engineers); MSS (Manufacturers Standardization Society of the Valve and Fittings Industry Inc.); ASTM
(American Society for Testing and Materials).

All Cello Products Inc. wrought copper fittings are NSF 61 registered.

All pressure fittings manufactured by Cello Products Inc. have Canadian Registration Numbers (CRN)
0A4925.5C Pressure pipe fittings
0B4925.5C Flanges
(note - the 5 is needed to designate the first province of registration)

International Quality Standard: Cello Products is certified to ISO 9002 standards through QMI (Quality Management
Institute) and will be certified to ISO 9001:2000, by 2004.

The information contained herein is produced in good faith and is believed to be reliable but is for guidance only. ARGCO and its agents cannot
assume liability or responsibility for results obtained in the use of its product by persons whose methods are outside or beyond our control. It is the
user's responsibility to determine the suitability of any of the products, methods of use, or preparation prior to use, mentioned in our literature. It is the
user's responsibility to observe and adapt such precautions as may be advisable for the protection of personnel and property in the handling and use
of any of our products.

FOR MORE INFORMATION CALL ARGCO AT 1-800-854-1015
OR LOG ONTO WWW.ARGCO.COM


