
data sheet

The information contained herein is produced in good faith and is believed to be reliable but is for guidance only. ARGCO and its agents cannot
assume liability or responsibility for results obtained in the use of its product by persons whose methods are outside or beyond our control. It is the
user’s responsibility to determine the suitability of any of the products, methods of use, or preparation prior to use, mentioned in our literature. It is
the user’s responsibility to observe and adapt such precautions as may be advisable for the protection of personnel and property in the handling and
use of any of our products.

FOR MORE INFORMATION CALL ARGCO AT 1-800-854-1015
OR LOG ONTO WWW.ARGCO.COM

FIRE DEPARTMENT CONNECTIONS (SIAMESE)

2 Way 90 Degree Pattern Single Clapper

65-10-205: 4” (F) NPT outlet x 2-1/2”(F) x 2-1/2”(F) NST

Finish:  rough brass, polished brass,
chrome plated brass, polished chrome

Branding:  “AUTO-SPKR”
City threads:  Chicago, Cincinnati, Cleveland,
Denver, Detroit, Louisville, New York Corp,
New York FD, Phoenix, Pittsburgh, Pueblo,
Raleigh, Toledo

2-Way Straight Pattern Single Clapper

65-10-200:  4” (F) NPT outlet x 2-1/2”(F) x 2-1/2”(F) NST

Finish:  rough brass, polished brass,
chrome plated brass, polished chrome

Branding:  “AUTO-SPKR”
City threads:  Chicago, Cincinnati, Cleveland, Denver, 
Detroit, Louisville, New York Corp, New York FD, 
Phoenix, Pittsburgh, Pueblo, Raleigh, Toledo
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