
FIRE HOSE THREAD REDUCING ADAPTER

Forged brass reducing adapter that changes the size and/or thread
configuration. The female thread is larger than the male thread and will come
with either pin lug or rocker lug.

6520035: reducer 2-1/2” (F) NST x 1-1/2” (M) NST
6520035-CP: reducer 2-1/2” (F) NST x 1-1/2” (M) NST (chrome plated)
6520035-NPSH: reducer 2-1/2” (F) NST x 1-1/2” (M) NPSH

6520035-NPT: reducer 2-1/2” (F) NST x 3/4” (M) NPT (brass)
6520035GHT: reducer 2-1/2” (F) NST x 3/4” (M) Garden Hose Thread

6520036: reducer 2-1/2” (F) NST x 2” (M) NPT
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Item #

7010450

7010451

7010452

7010453

7010454

7010455

7010456

7010457

7010458

Nominal Size
in/mm

2
50

2-1/2
65
3

80
4

100
5

125
6

150
8

200
10

250
12

300

Max. End
Load

Lbs./KN
1330
5.71
1950
8.37
2880
12.41
4770
20.51
7390
31.35
10340
44.47
17520
75.37
27210
164.71
38280
164.71

B
inches

mm
4.74

120.5
5.51
140
6.02
153
7.52
191
8.50
216
9.49
241

11.77
299

14.25
362

17.01
432

Dimensions

C         
inches

mm
0.98
25

0.98
25

0.98
25

0.98
25

0.98
25

0.98
25

1.06
27

1.18
30

1.26
32

A
inches

mm
6.10
155
7.09
180
7.48
190
9.06
230

10.04
255

11.02
280

13.58
345

15.94
405

19.09
485

Bolt  Holes
No.
4
4
4
4
4
4
8
8
8
8
8
8
8
8

12
12
12
12

Bolt  Size
in/mm

5/8
M16
5/8
M16
5/8
M16
5/8
M16
3/4
M20
3/4
M20
3/4
M20

1
M24

1
M24

Pipe O.D.
in/mm
2.375
60.3

2.875
73.0

3.500
88.9

4.500
114.3
5.563
141.3
6.625
168.3
8.625
219.1

10.750
237.0
12.75
323.9

Max. Working
Pressure
PSI/Bar

250
17

250
17

250
17

250
17

250
17

250
17

250
17

250
17

250
17

D        
inches

mm
2.36
60

2.87
73

3.50
89

4.49
114
5.55
141
6.61
168
8.62
219

10.75
273

12.76
324

E        
inches

mm
3.07
78

3.66
93

4.21
107
5.16
131
6.18
157
7.28
185
9.21
234

11.57
294

13.43
341

User Responsibility for Product Selection and Suitability
Each user bears final responsibility for making a determination as to the suitability of ARGCO products for a particular end-use application, in accordance with industry stan-
dards and project specifications, and the applicable building codes and related regulations as well as ARGCO performance, maintenance, safety, and warning instructions. 
Nothing in this or any other document, nor any verbal recommendation, advice, or opinion from any ARGCO employee, shall be deemed to alter, vary, supersede, or waive 
any provision of Allied Rubber and Gasket Company's standard conditions of sale, installation guide, or this disclaimer.
Note
All products to be installed in accordance with current ARGCO installation/assembly instructions. ARGCO reserves the right to change product specifications, designs and 
standard equipment without notice and without incurring obligations.
Installation
Reference should always be made to the ARGCO installation instructions of the product you are installing. 
Warranty
Refer to the Warranty section of the current Price List or contact ARGCO for details.

Sealing Surface


