SPRINKLER IDENTIFICATION SIGNS

ALUMINUM

*Designed to mark Fire Sprinkler Components
¢.0285" (21 gauge) White Aluminum Printed with Bright Red Fade Resistant Ink
*Holes in each Corner for easy installation

*Designed in accordance to NFPA requirements

6IIx 2II
COMBINATION | |FIRE DEPARTMENT
AIR CONTROL STANDPIPE CONNECTION IN THIS BUILDING | | OPENSPRINKLER CONTROL| | TEST & DRAIN
50-10-010 50-10-088 50-10-189 50-10-250 50-10-300 50-10-355
AIRLINE | | CONTROL VALVE | | FIRE SPRINKLER | | N THIS SECTION | | OPENSPRILERDRAN| |  TEST VALVE
50-10-020 50-10-100 50-10-220 50-10-260 50-10-310 50-10-380
ALARMLINE | | DONOTCLOSE | | FIRESERINKLER | 1) oy pINT DRAIN| | OPEN VALVE | | WATER NOTOR LINE
50-10-030 50-10-129 50-10-221 50-10-275 50-10-312 50-10-390
ALARM TEST DRAIN CIRESPRINKLER | | MAINCONTROL | |  SPRINKLER | | WET STANDPIPE
50-10-040 50-10-130 50-10-224 50-10-280 50-10-317 50-10-400
FIRE SPRINKLER SPRINKLER WET STANDPIPE
ANTLFREEZE SYSTEM| | DRAIN VALVE AT MANDRAN | | (IRINEEER | | WELSTANDE
50-10-045 50-10-140 50-10-225 50-10-290 50-10-340 50-10-420
AUTOMATIC FIRE SPRINKLER STANDPIPE
50-10-050 50-10-150 50-10-228 50-10-293 50-10-350 50-10-425
AUXILIARY DRAIN ENTIRE SYSTEM | | INSPECTORS TEST| | OPEN SPRINKLER
50-10-070 50-10-160 50-10-270 50-10-297
.020 Aluminum ¢ Holes drilled in corners ¢ Zinc Plated Sign Chain Available
6IIx 4II
50-10-191 FlRE 50-10-411
COMBINATION DEPARTMENT WET
STANDPIPE CAOUNI"\(l)EIV?Ar':'(I)CN STANDPIPE
SHUTOFF SHUT-OFF
50-10-090 FIRE SPRINKLER DEP:IEiBI%IIENT WET
DEPARTMENT CONNECTION STANDPIPE
CONNECTION (STANDPIPE) CONTROL
50-10-190
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SPRINKLER IDENTIFICATION SIGNS
ALUMINUM

5" x 7" Hydraulic Calc Signs

Bright Red Background with White Copy and HYDRAULIC-SYSTEM

This building is protected
by a Hydraulically Designed
Boxes A{l(om);lic ;;I)rinIZIer S\I(slem
Location [N .
= = = i designed to discharge at a rate of [N oo
Available in Three different styles: S TR — ety
5q ft (m2) when supplied

with water at the rate of gpm (Limin)

i f I
Basis of Design o S i (bors)at the base of the riser

1. ewsiTy s st vonce of IR 55 (U

2. DESIGNED AREA OF DISCHARGE SaFT. is Included in the above.

¢.020 Aluminum with holes drilled in corners System Demand o

1. GPM DISCHARGE

2. RESIDUAL PRESSURE AT THE
BASE OF THE RISER

Hydraulically Calculated System

eAvailable Personalized

5010240 5040240-NFPA
9" x 7" Signs FDC Signs
THIS VALVE CONTROLS
AUTOMAT|C SPRlNKLERS SPRINKLER
D ——
weT OPEN 4Tt WHEN BELL RINGS
TO BE HANDLED ONLY BY AUTHORIZED PERSON CALL
e =t el SVeTEM FIRE DEPT. OR 911
AN T i ol e
|
REQUEST DIRECTIONS - RESTORE PROTECTION QUICKLY. = =

50-10-120 50-10-171

THIS VALVE CONTROLS
STANDPIPE

SPRINKLER
opq CONTROL

TO BE HANDLED ONLY BY AUTHORIZED PERSON
OR BY EMPLOYEE CARING FOR SPRINKLER SYSTEM

IN CASE OF FIRE
DO NOT SHUT VALVE UNTIL FIRE IS ENTIRELY OUT!
WHEN VALVE IS SHUT FOR EMERGENCY-REPAIRS-OR FIRE-NOTIFY

REQUEST DIRECTIONS - RESTORE PROTECTION QUICKLY

FDC

-]
3

50-10-351 50-10-322

See Argco.com for full selection and sizes
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SPRINKLER IDENTIFICATION SIGNS

12" x 10" Signs

AUTOMATIC [l AUTOMATIC ||| AUTOMATIC SPRINKLER
SPRINKLER ||| SPRINKLER [/  SHUT-OFF VALVE QEE?NMK?.TEIg
IN IN LOCATED T,
GARAGE ONLY [[IBASEMENT ONLY/ || OPPOSITE THIS SIGN SHUT-OFF
SIAMESE || sprINKLER || SPRINKLER || SPRINKLERS
CONNECTION | I conTROL FIRE THROUGHOUT
R VALVE ALARM BUILDING
STANDPIPE Zinc-Plated
STANDPIPE Sign Chain
i 100 ft. b
SHUT-OFF (50-00.1 ;(’]‘)
Miscellaneous Signs
FIRE HOSE FIRE STANDPIPE ||| COLD WEATHER
IN OTHER STAIRWAY | ||IN OTHER STAIRWELL VALVE
SPRINKLER || AUTOMATIC | s
DRAIN VALVE|| SPRINKLER | (R
CONNECTION VALVE ROOM
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SPRINKLER IDENTIFICATION SIGNS
PERSONALIZED ALUMINUM

ARGCO

The best way to advertise on the jobsite

*Designed to mark Fire Sprinkler Components

2.0285" (21 gauge) White Aluminum Printed with Bright Red Fade Resistant Ink
*Available as generic signs or personalized with Company Name & Logo
*Holes in each Corner for easy installation

*Designed in accordance to NFPA requirements

*Made in USA
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G
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770-339-3737

E X
MAIN CONTROL

CONTROL VALVE

" Aled Fire Protecton 760-727-1644 Personalized Decals, Inspection

Hour Emergency Ses

. Tags and Gauges also available.

":4"  ALLIED FIRE SPRINKLER COMPANY

COMMERCIAL, RESIDENTIAL, INSPECTIONS ]
BO0-B54-1015 Allow 4-6 weeks delivery from artwork
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